155 - 72.5 K CSV 155 — 72.5 kV CSV 155 — 72.5 kV CSV 155 — 72.5 kV CSV 84" PHASE SPACING 123 - 170 KV CSV 84" PHASE SPACING 123 - 145 KV CSV
155 - 38 kV CSV 48" PHASE SPACING 48" PHASE SPACING 84" PHASE SPACING WITH SUB-BASE ASSEMBLY SINGLE  CABINET 84" PHASE SPACING
29.5" PHASE SPACING SINGLE COLUMN AND CABINET SINGLE_COLUMN 6 6.75" OR 9 COLUMN SPACING COLUMN SPACING OTHER THAN 6' 6.75" OR 9 LEG SPACING FIXED 6' 6.75" OR 9’ COLUMN SPACING
SINGLE COLUMN AND CABINET COLUMN HEIGHT FIXED COLUMN HEIGHT VARIABLE COLUMN HEIGHT VARIABLE COLUMN HEIGHT VARIABLE COLUMN HEIGHT FIXED COLUMN HEIGHT VARIABLE
COLUMN HEIGHT FIXED
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TYPE 1 TYPE 2 TYPE 6
RATINGS: RATINGS: RATINGS: RATINGS: [COLUNN SPAeG ] RATINGS: RATINGS: RATINGS: COLNN SPAGIG
MAX. VOLTAGE: 38 kv MAX. VOLTAGE: 72.5 kV MAX. VOLTAGE: 725 KV MAX. VOLTAGE: 725 KV % NAX. VOLTAGE: 725 KV MAX. VOLTAGE: 170 KV MAX. VOLTAGE: 145 KV X
CONT. CURRENT: 1200 A — 1600 A|  CONT. CURRENT: 1200 A CONT. CURRENT: 1200 A — 3150 A | CONT. CURRENT: 1200 A — 3150 A CONT. CURRENT: 1200 A ~ 3150 AT 3o CONT. CURRENT: 1200 A — 3150 A CONT. CURRENT: 1200 A — 3150 A
SHORT CIRCUT INT.: 25 kA MAX. | SHORT CIRCUT INT:: 25 KA MAX. SHORT CRCUT INT:: 40 KA MAX. SHORT CIRCUT INT:: 40 kA MAX. SHORT CIRCUT INT:: 40 kA MAX. 111327 SHORT CIRCUT INT:: 40 kA MAX. SHORT CIRCUIT INT:: 40 kA MAX.
BIL: 200 KV BL: 350 KV BL: 350 KV BL: 350 KV BL: 350 KV AR — MAX, BIL: 750 KV BL: 650 KV
INTERRUPTING TINE: 5 CYCLES INTERRUPTING TIME: 5 CYCLES INTERRUPTING TIME: 3 CYCLES INTERRUPTING TINE: 3 CYCLES INTERRUPTING TINE: 3 CyoLes ~ (AS NEEDED | INTERRUPTING TINE: 3 CYCLES INTERRUPTING TINE: 3 CYCLES
123 - 145 KV CSV 84" PHASE SPACING 123 - 145 KV CSV 96", 102", AND 120" PHASE SPACING a 1;&;" g?)(auc 170 KV CSV 84" PHASE SPACING 170 KV CSV 96", 102", AND 120" PHASE SPACING 170 KV CSV 120" PHASE SPACING
WITH SUB-BASE ASSEMBLY WITH SUB—BASE ASSEMBLY 6 6.75" OR 9° COLUMN SPACING WITH SUB—BASE ASSEMBLY WITH SUB—BASE ASSEMBLY WITH SUB—BASE ASSEMBLY
COLUMN SPACING OTHER THAN €' 6.75" OR ' COLUMN SPACING VARIABLE COLUMN HEIGHT VARWABLE COLUMN SPACING OTHER THAN 6' 6.75" OR 9 COLUMN SPACING VARIABLE COLUMN SPACING FIXED
COLUMN HEIGHT VARIABLE COLUMN HEIGHT VARIABLE COLUMN HEIGHT VARIABLE COLUMN HEIGHT VARIABLE COLUMN HEIGHT VARIABLE

120"
[3045]

B 120" |
T [3048] RIS [3048]

RATINGS:
MAX. VOLTAGE: 170 KV
CONT. CURRENT: 1200 A — 4000 A
TYPE 12 SHORT CIRCUIT INT.: 40 KA MAX. TYPE 13
BIL: 750 kv
INTERRUPTING TIME: 3 CYCLES

[SEE TABLE]

RATINGS: RATINGS: PHASE_SPACING | COLUMN SPAGING | | RATINGS: COLUMN SPACING S B R e e e ssm

- > OUR SUPPRLERS AND LCENSEESTHE DRANNG OR INFORVATEN IS NOT
MAX. VOLTAGE: 145 KV 7 MAX.VOLTAGE: 145 KV T — MAX. VOLTAGE: 170 kV e B RO, 7 SOEm S L8 - Dt
CONT. CURRENT: 1200 A — 3150 A[10[120° CONT. CURRENT: 1200 A - 3150 Al ___—— il CONT. CURRENT: 1200 A - 4000 TR
SHORT CIRCUIT INT. 40 KA WAX. SHORT CIRCUT INT: 40 kh wax, |86 LOZT_TIg711 SHORT CIROUT INT: 40 KA MAX. prvpe——
BIL: 650 KV BL: 650 KV RIS BL: 750 WV
INTERRUPTING TME: 3 CYCLES WG ThE: 3 s (BB BB O RET——] | WesmuriG T 3 voues
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